
ADESA | MARKEY & SCHELSTRAETE TIENEN | BELGIUM

CABLE SUSPENDED

 ROOMOR

BB4

BK4

3H DRAFT

1.3 E27 1.4 E271.3 PAR16 1.4 PAR16

A60 max. 15W | E27
220-240VAC | 50-60Hz 
aluminium wet painted | grey felt

A60 max. 15W | E27
220-240VAC | 50-60Hz 
aluminium wet painted

PAR16 max. 15W | GU10
100-240VAC | 50-60Hz 
aluminium wet painted | grey felt

PAR16 max. 15W | GU10
100-240VAC | 50-60Hz 
aluminium wet painted

ø405

29
5

ø84

25
00

 | 6
00

0

ø510

22
0

ø84

25
00

 | 6
00

0

ø405

29
5

25
00

 | 6
00

0

ø84

ø510

22
0

ø84

25
00

 | 6
00

0

 OPTIONAL  OPTIONAL 
BK3

BF3

BB3
more lamps and specs on page 732more lamps and specs on page 732

A60 9W | E27 | phase-cut dim
 code 

2700K | 800lm 9003E152 

A60 9W | E27 | phase-cut dim
 code 

2700K | 800lm 9003E152 

IP20 1.56kg|1.44kg IP20  1.60kg|1.48kg IP20  1.68kg IP20 1.72kg

 code 
248120BF3 
248120BK3
248120BB3 
248220BF3 
248220BK3
248220BB3 

 code 
2481E0BF3 
2481E0BK3
2481E0BB3 
2482E0BF3 
2482E0BK3
2482E0BB3 

 code 
248120BK4
248120BB4 

248220BK4
248220BB4 

 code 
2481E0BK4
2481E0BB4 

2482E0BK4
2482E0BB4 
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 OPTIONAL  OPTIONAL 

more lamps and specs on page 732more lamps and specs on page 732

 PAR16  6.5W |   GU10 |   phase-cut dim 
 code 

901228B3 
901228B5

  2700K   | 437lm
  3000K | 457lm

 PAR16  6.5W |   GU10 |   phase-cut dim 
 code 

901228B3 
901228B5

  2700K   | 437lm
  3000K | 457lm
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