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Mito gioia lettura
�ata��eet

�ing�sha�ed ��� reading lu�inaire �ith light e�ission on both sides and a lu�inaire head dia�eter o� 30 c�. �he lighting 
e��ect �ide �ro�ides �ide bea�  s���etrical light u��ards �or uni�or� indirect illu�ination and directional as���etrical 
light do�n�ards �or �er�ect illu�ination o� the en�iron�ent. �he � �ocus light � allo�s �urther �ocusing o� the do�nlight �or 
a directed light �ith high intensit� on a reduced area. 

�he head is �reel� rotatable �3�0�� �ithout sto� and can be re�o�ed �or �aintenance. �he t�o��art bod� is height�
adjustable and can also be rotated �reel� through 3�0� �ithout a sto�. �onnection �ia �lug�in �o�er su��l� �con�erter� 
to 230 � �� � �0 �� �ains �oltage at a �o�er o� 30 �� control �ia � touchless control � on the head or �ia �cchio air. �he 
color te��erature is in�initel� �ariable �ia � touchless control � or �cchio air �ro� 2�00�4000 � controllable.
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�aterial head � bod� alu�iniu�� base� steel� inserts� o�tical �lastic

cable lenght �o�er su��l� unit ���� 1 �    lu�inaire ���� 2 � o� �hich 1.� � are retractable

�eight 11 �g

head �ainted� �att �hite� �att blac�� �att sil�er� �att gold
��� coated� rose gold� bron�e� �hanto�
anodi�ed� blac� �hanto�

�or� � bod� � base �  cable �ainted� �att �hite� �att blac�

a�erage li�e ti�e � �0.000 hrs

energ� e��icienc� class 
�lu�inous e��icienc��

� ��0 l� � ��

�o�er 30 � ���� 24 �� standb� � 0�� ��

color rendering inde� high color� ��� �a ��

color te��erature �color consistenc�� 2�00�4000 � �2�ste��

di��ing � touchless control � or �cchio air

connection 230 � �� � �0 ��

�o�er �actor �o�er su��l� �cos �1� 0.�

�lic�er � strobosco�ic e��ect 1 ��st��� �  0.� �S���

�er�itted o�erating conditions �a�. 30�� �or indoor use onl�
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Mito gioia lettura
lighting effect
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wide
wide light beam (up and down), beam angle 
approx. 80° directed (down)

inserts: wide asymmetric / flood

luminous flux : high color 24 W 1550 lm
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» focus light «
directed and focused light downwards

luminous flux : high color 9 W 530 lm


	CE
	IP20
	protection class 2
	WEEE
	Abstand 0,2
	protection against heat

