
Technical specifications

Climber Up&#038;Down &#8211; 87
Non Dimmable White
 

Outdoor wall-mounted luminaire with LED light source.
Dual emission version.
EN AB-47100 aluminium die-cast body with low copper content.
Asymmetrical optics housing: the optics in the lower part is retracted
and protected by a shield to limit bothersome glare and maximize
visual comfort. The glass enclosing the upper optics is flush with the
edge of the light in order to prevent water deposits.
The micro-texturized glass diffusers are glued to ensure...

Mountings Wall
Lamp category LED
Power 12
Colour temperature 2700K
CRI 80
Lumen 784 lm
Voltage (V) 230
Environment Outdoor

LED type Power LED
Aiming Fixed
Light Distribution Direct - Indirect
Beam Angle 14

Transformer Availability Included
Transformer Mounting Integrated
Transformer Type Not dimmable
Emergency Without
Insulation Class I
Lamp Holder LED
Dimmable No

Colors
 
  

 F1116001 - White

Certificates

Note We recommend using a
connection system with a
degree of protection
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greater than or equal to
the degree of protection
of the luminaire. During
the installation and the
maintenance of the
fixtures it is important to
be careful and avoid
damages on the paint
coating. Damages on the
coating exposed to
outdoor conditions or
water, could cause
corrosion. Chemical
substances affect the
anticorrosion covering
protection. For LED
fixtures, there is evidence
that most of the damages
are connected to electrical
effects related to the
insulations, which cause
destructive electrical
discharges These effects
are frequently caused by:
• over voltage coming
from the mains’ network
where fixture is
connected. • electrostatic
discharge (ESD) coming
from the environment.
The use of a protective
device against the
overvoltage on the
electrical installation is
warmly suggest this helps
to reduce the intensity of
some of these
phenomenon and prevent
irreversible damages. The
selection of the type of
device to be used must be
adjust on the electrical
plant.
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Climber Up&#038;Down &#8211; 87 Non Dimmable White

 

  
  
S.P.D. (SURGE PROTECTION
DEVICE)
F990E00A000
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