SWING

Design by Lievore Altherr Molina.

Reference
0509.

Application
Wall Lamps

Installation type

Surface Fixture; 460 Im 31 Im/W
Driver included: 230V 50/60Hz

Description

Table lamp with general lighting that distributes the light equally in all directions. Designed by Technical characteristics
Lievore, Altherr, Molina. Available in three finishes: chrome, graphite grey and matt white.

i i - Switch on the lampholder
The lamp holder unit has a switch for greater ease.

Physical characteristics

2Box/0.22 x0.21 x 0.49 m. / Vol. 0.0441 m3/
Gross weight 2.3 kg. / Net weight 2.1 kg.

Materials
Shade: Screen

Horizontal tube: Steel
Wall support: Aluminum

Installation and assembly

Finish Please, see the installation manual
I| 0509-01 Chrome (Metallic finish) Light distribution
. General lighting
0509-18 Graphite (RAL 7016) Lamp for general lighting that equally distributes the light in all directions.

0509-93 White (RAL 9016)

Sketch
42 cm
Photometric data
£
‘ w Efficiency : 52.61% Isolux : Floor
£ 4 2 Coordinate system : CG Light position :
H Total flux : 875.00 Im X=0.00m Y=0,00m Z=3.00m
A Maximum value : 131.32 cd/kim
Light position : C=0.00 G=0.00
Symmetry on the planes : Double symmetrical
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1 x COMPACT FLUORESCENT E27 230V 15W Total 15.0 W
OR Certificates

1 x E27 230V 70W Eco Total 70.0 W
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VIBIA LIGHTING, S.L.U. C/ ProgrA©s 4-6, 08850 - GavA (Barcelona - Spain). Tel 934 796 970. Fax 934 796 973.
vibia@vibia.com www.vibia.com



